
CL Boiler Design Features

1 5mm and 8mm heavy duty steel body.

2 Excellent heat output to water when burning  
 solid fuels or wood.

3 4 x 1” BSP boiler tappings for flexible efficient   
 connection to your hot water circuits.

4 Extensive water jacket on 4 sides of stove to ensure   
 maximum transmission of heat to water.

5 Highly developed boiler flue baffle system to ensure   
 maximum heating efficiency.

6 Top or rear flue exit (CL8HB), Top flue exit (CL7NHB).

7 Specially designed reciprocating grate ensures effective  
 removal of ash from the fuel bed. 

8 Large ash collection tray.

9 Discreet external riddling socket, with removable tool. 

10 Levelling system to ensure complete stability on
 uneven surfaces (CL8HB).

11 Primary air controls to manually adjust the  
 running temperatures.

12 Airwash helps to keep the glass clear and to control  
 the running temperature when burning wood.

13 Optional cast iron top plates in top & rear flue (CL8HB).

14 Optional thermostatic control to maintain desired   
 running temperatures (not illustrated).

15 Optional woodburning tray (not illustrated).

16 Stainless steel door handle, with self-locking function  
 (not illustrated).
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High-Output 
Boilers
CL Multi-fuel Boiler Stoves

Key Facts: CL7NHB CL8HB

Multi-fuel with external riddling ✓ ✓

Airwash ✓ ✓

Nominal heat output to room 4.0kW 4.9kW

Nominal heat output to boiler 7.4kW 8.2kW

Maximum system rating 8.8kW (30,000BTU) 10kW (34,000BTU)

Radiator capabilities – example No. of 2500BTU radiators + 8000BTU cylinders* 8 radiators 9 radiators

Maximum log length 123/4” (325mm) 153/4” (400mm)

Optional log tray ✓ ✓

Flue outlet 5” top 6” top or rear

Optional thermostat ✓ ✓

Optional decorative cast top plate (top & rear flue versions) ✕ ✓

* Please note that radiator capabilities are a guide only. We strongly recommend you have a site survey and advice from an appropriately qualified heating engineer before ordering. 
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Registered Design: Community Design 
Application Number: 001202600

CL7NHB


